Vﬂmtel

PoveZite opremu kao na slici:

Zidna

Uputstvo za podesavanje rutera Zyxel P660RT1

Telefonski kabal se
ukljuuje u LINE
.

Telefonska E
Uticnica

Telefonski aparat/Baza
beziénog telefona

L2

Telefonski aparat
ide u PHONE

T
ADSL uredaj ide u MreZni
ADSL MODEM kabal

Potrebno je da pristupite ruteru tako Sto Cete otvoriti pretrazivac i u adress bar upisati: 192.168.1.1 .Otvoriée se prozor
u kome treba da se unese za username “admin” i za password “1234”. Nakon ovog koraka moguce je podesiti uredaj.

Podesavanje konekcije

Izaberite u meniju opciju
“Interface Setup” i podopciju
“Internet”.

Kod opcije “ISP” Stiklirajte trecu
opciju “PPPoA/PPPoE”

Otvaraju se opcije:
Service name — ostavite prazno

User name — upiste Vas$ user
name /korisni¢ko ime/ sa
Ugovra u obliku
username@beotel

Password — upisite Vasu
lozinku sa Ugovra (velika i mala
slova su bitna)

Kliknite na dugme
“Save”/ostace na istoj strani
kad saduva podatke/.

ZyXEL

ATM VC

Wirtual Circuit : | PWCD w PVCs Summary

Status : @) activated () Deactivated
VP8 (range: 0~255)

VCI: |35 (range: 32~65535)

ATM QoS : | UBR W
PCR: |0 cells/second
SCR: 0 cells/second
MBS: 0 cells

PPPOE/PPPOA

Connection Setting

IP Address

Dynamic IP Address

Bridge Mode

Servicename :
Username : username@beotel

Password: sessssse

Encapsulation : | PPPoE LLC w
Bridge Interface : () Activated ® Deactivated
Connection : (@) Always On (Recommended)
. Connect On-Demand (Close if idle for 0

O connect Manually
TCP MSS Option : TCP MSS({0:default) 0 bytes

GetIP Address : () static @) Dynamic
Static IP Address : 0.0.0.0
IP Subnet Mask : 0.0.0.0
Gateway : 0.0.0.0
NAT : | Enable  w
Default Route : @) ves ) No
TCP WTU Option : TCP MTU(0:default) 0 bytes
Dynamic Route : | RIP1 w Direction| None W
Multicast : | Disabled
MAC Spoofing : () Enabled ® Disabled
00:00:00:00:00:00

minutes )

]
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Svetlosni indikatori (sijalice)

Uputstvo za podesavanje rutera Zyxel P660RT1

POWER svetli : uredaj. J'e .ukIJ'uien
ne svetli uredaj je iskljucen
ETHERNET svetli . ukljucen.ur'etitaj u Etherm?t port
ne svetli nema priklju¢enog uredaja u Ethernet portu
ne svetli nema ADSL signala
DSL treperi sinhronizuje se
svetli ima ADSL signal
INTERNET svetli (sa treperenjem) | uspostavljena internet konekcija

ne svetli

nije uspostavljena internet konekcija
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